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	Company name 

	

	Contact name 

	

	Email 

	

	Tel 

	

	Project name 

	

	reference (if applicable) 

	

	Site Address

	

	Note (Important information regarding site conditions etc.)
	





	Description of the area of the building that the steel is to be painted
	For example, “Heated Warehouse”

	Environmental Category during paint application BS EN ISO 12944:2017
Please refer to the CORUS guide attached
	For Example, C3 External

	Environmental Category for life of building BS EN ISO 12944:2017
Please refer to the CORUS guide attached
	For Example, C1 heated offices

	If the painted steel is left exposed during the construction phase in either C3 or C4, for how long will it be exposed? 
	

	Steel Design Codes.  Please select one of the following.
	BS5950
Eurocode 3-4 (EN1993)
UNKNOWN

	Description of the use of the building
	For example, Office / Storage / Other

	Do you have fire strategy for the building, if so please include a copy.
	

	Do you have structural engineers’ drawings for the building, if so, please include a copy?  If not, please list the steels you need protecting on the next page
	

	What existing coating are on the steel? Please supply details.
	




	Primer DFT, manufacturer and Product name. Please attached a data sheet for compatibility check.

	For Example, Jotun Pilot QD applied at 75 Micron DFT

	Do you require a top coat?
If so what colour and finish
	For example, RAL 9001 White SATIN



	Fire Rating?
	For Example 30 / 60 / 90 minutes



	Steel Section Size
Height x Width x Weight or Thickness
	Orientation
Horizontal or
Vertical
	Number of sides 
exposed
	Total Length in M

	For Example

152 x 152 x23
	

 Horizontal
	

3 sided
	

53
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